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Amendments to the Claims : 

The following listing of claims will replace all prior versions, and listings, of claims in 
the application: 

1 . (Currently Amended) A sewing machine comprising: 
a sewing machine body provided with a cassette mount; 

a thread cassette having a supply of thread and detachably attached to the cassette 
mount; and 

a moving speed limiting unit limiting a moving speed of the thread cassette when the 
thread cassette is attached to the cassette mount , the moving speed limiting unit including a 
moving member capable of moving substantially together with the thread cassette in a course 
of movement of the thread cassette to a predetermined position in the cassette mount, a 
rotating member rotated by movement of the moving member, and a rotational resistance 
applying unit applying rotational resistance to the rotating member . 

2. (Currently Amended) A sewing machine according to claim 1, wherein the 
moving member is the moving sp ee d limiting unit includ e s a rack which is p rovided on the 
thread cassette so as to extend in a predetermined direction, and the rotating member is a 
pinion which is p rovided on the sewing machine body so as to mesh the rac k, and a rotational 
resistance applying unit applying rotational resistance to th e pinion . 

3. (Original) A sewing machine according to claim 2, wherein the pinion is displaced 
between a meshing position where the pinion meshes the rack and a retreat position where the 
pinion is disengaged from the rack, and the moving speed limiting unit includes a switching 
mechanism switching the pinion to the meshing position when the thread cassette is attached 
to the cassette mount and to the retreat position when the thread cassette is detached from the 
cassette mount. 
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4. (Original) A sewing machine according to claim 3, wherein the switching 
mechanism includes a biasing member biasing the pinion to the retreat position, a switching 
guide member provided on the thread cassette to switch the pinion from the retreat position to 
the meshing position against a biasing force of the biasing member when the thread cassette is 
attached to the cassette mount and further to guide the rack. 

5. (Cancelled) 

6. (Currently Amended) A sewing machine according to claim 1, further comprisingf 
a s e wing machin e body provided with a cass e tt e mount; 

a thr e ading m e chanism passing a thr e ad through an e y e of a sewing n ee dl e ; 

an operating forc e transmitting m e mb e r m o v e d wh e n an op e rating forc e is transmitt e d 

from th e thr e ad cass e tt e ther e to during attachm e nt of th e thr e ad cass e tte, th e reby op e rating the 
threading m e chanism by m e ans of mov e m e nt ther e of; and 

a moving speed limiting unit limiting a moving speed of the operating force 

transmitting m e mb e r a threading mechanism passing a thread through an eve of a sewing 
needle and an operating force transmitting member moved when an operating force is 
transmitted thereto from the thread cassette under movement, thereby operating the threading 
mechanism by movement thereof . 

7. (Currently Amended) A sewing machine according to claim 1, further comprising: 
a s e wing machin e body provid e d with a cassett e mount; 

a thread carrying mechanism carrying a thread near an ey e of a s e wing ne e dl e in order 
that the thread may be passed through the needle eye; and 

an operating force transmitting member moved when an operating force is transmitted 
thereto from outsid e the thread cassette under movement carrving mechanism thereto , thereby 
operating the thread carrying mechanism by m e ans of movement thereof^-asd 
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a moving sp ee d limiting unit limiting a moving speed of tho operating forc e 

transmitting m e mber . 

8. (Currently Amended) A thread cassette comprising: 

a cassette body having a supply of thread and detachably attached to a cassette mount 
provided in a sewing machine; and 

a moving speed limiting unit limiting a moving speed of the thread cassette when the 
thread cassette is attached to the cassette mount , the moving speed limiting unit including a 
moving member capable of moving substantially together with the thread cassette in a course 
of movement of the thread cassette to a predetermined position in the cassette mount, a 
rotating member rotated by movement of the moving member, and a rotational resistance 
applying unit applying rotational resistance to the rotating member . 

9. (Currently Amended) A thread cassette according to claim 8, wherein th e moving 
sp ee d limiting unit includ e s: the moving member is a rack which is provided on the thread 
cassette to as to extend in a predetermined direction, and the rotating member is a pinion 
provided on a sewing machine body so as to mesh the rack, the thread cassette further 
comprising a switching mechanism switching the pinion so that the pinion meshes the rack 
and the rack is guided when the thread cassette is attached to the cassette mount and so that 
the pinion is prevented from meshing the rack when the thread cassette is detached from the 
cassette mount 

a rack provided on th e cass e tt e body; 

a pinion provid e d on th e s e wing machine body so as to mosh tho rack; 

a rotational r e sistance applying unit applying rotational r e sistanc e to th e pinion; and 

a switching m e chanism switching the pinion so that th e pinion m e shes th e rack and 

th e rack is guid e d when th e thr e ad cass e tt e is attach e d to th e cassette mount and so that th e 
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pinion is pr e v e nted from m e shing tho rack wh e n th e thread cassette is dotach e d from th e 
cass e tt e mount . 

10. (Original) A thread cassette according to claim 9, wherein the rotational 
resistance applying unit uses a liquid to apply the rotational resistance. 

1 1 . (Original) A thread cassette according to claim 9, wherein the rotational 
resistance applying unit uses a gas to apply the rotational resistance. 



